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4-Way Cassette

Introduction

nanoe™ X OH
1

?

nanoe™
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MODEL LINE-UP

CEILING 

OUTDOOR UNIT
4-WAY CASSETTE / 
CEILING 

18-19

16-17

4-WAY CASSETTE CEILING 

Capacity (Btu/h)

4-WAY CASSETTE

14-15

Standard Equipped

Standard Equipped
S-43PT2T5

U-43PS2T5

43,000

S-43PU2T5

S-48PT2T5

U-48PS2T5

48,100

S-48PU2T5

S-24PT2T5

U-24PS2T5

24,200-24,368

S-24PU2T5

S-30PT2T5

U-30PS2T5

29,365-30,000

S-30PU2T5

S-38PT2T5

U-38PS2T5

38,139-38,200 

S-38PU2T5

S-18PT2T5

U-18PS2T5

17,100

S-18PU2T5

SEER: 19.82

SEER: 21.43 SEER: 18.53 SEER: 17.71 SEER: 20.40 SEER: 18.83 SEER: 18.17

SEER: 18.63 SEER: 16.88SEER: 19.76 SEER: 18.49 SEER: 19.04

ALL 1-FAN TYPE OUTDOOR UNIT

4
4

Model Line-Up
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nanoe™  TECHNOLOGY nanoe™ TECHNOLOGY

nanoe™

 

× 4.8
5-20nm

AC Mode + FAN Mode +

Multi-Leader

Allergens are suppressed

Odors are suppressed

Pollen
 (allergens) OdorsMold Bacteria Viruses

1
nanoe™ particles 
reach odors deep 

inside fabrics

2
OH radicals 
decompose 

odor-causing 
substances

3

Odors are 
deodorized

1
nanoe™ particles 
precisely reach 

allergens

2
OH radicals 
degenerate 

allergen proteins

3
Allergens are 

inhibited

*1 *2 *3 *4 *5 *6 *7 *8

nanoe™
2003 nanoe™

nanoe™ X

nanoe™ X
nanoe™  X

nanoe™ X nanoe™ X

*1 *2 *3 *4 *5 *6 *7 *8

OH

nanoe™ X

nanoe™ X OH

*1 *2 *3 *4 *5 *6 *7 *8 

nanoe™ OH nanoe™ OH 

nanoe™ X
FAN Mode

nanoe™ X 

nanoe™ X
nanoe™ X
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4-Way Cassette4-Way Cassette

360°

360° 

17.1 24.2 29 38.2 43.0 48.1 AVR

22 25 25 32 36.4 36.4 29.5

4.5 

Sub Flap

48 70 

Twisted 3D Blade

33.5

4

33.5

1

4 43PU
225 5

jetting pot 
5

4

360°

Conventional

New Model

Twisted 
3D Blade

(K Btu)

4-Way Cassette

5 
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Flexible InstallationFlexible Installation

996
695

980
875

370
320

U-18PS2T5 / U-24PS2T5 / U-30PS2T5

U-38PS2T5 / U-43PS2T5 / U-48PS2T5

*18 type : 41kg, 24/30 type : 43kg *38 type : 71kg, 43 type : 73kg, 48 type : 80kg

18‒30 type Model

38-48 type Model

Conventional Model (CU-YT43KBH5)

Conventional Model (CU-YT19KBH5)
2019 Model

2019 Model

Inverter Technology

Precise Temperature Control

Non-Inverter Inverter

Inverter

&
 30 

 50 

INVERTER

ON

Legend: Legend:

NON-INVERTER

ONONON OFFOFF

1,170

94

996

73 *

174

21

795

65

695

41 *

100

24

30

30
30

 
  

  1170 x  900 x  320

 795 x  875 x  320

Coefficient of Performance

SEER
21.43*

18000 Btu 4-Way Cassette

18000 Btu): 25

gas charge

 30 *

:  -
         

 : 
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Remote Controller

CZ-RD513C

 

Remote Controller

Central Control Adapter

 /  

Multi Comfort Air Control (

CZ-RL013UH CZ-RL013TT

AUTO 1
20̊‒ 70̊

0̊
10̊
20̊
30̊
40̊
50̊
60̊
70̊ AUTO 2

20̊‒ 50̊

0̊
10̊
20̊
30̊
40̊
50̊
60̊
70̊

AUTO 3
40̊‒ 70̊

0̊
10̊
20̊
30̊
40̊
50̊
60̊
70̊

1

2

2̊C

0.5̊C

0.5̊C

0.5̊C

0.5̊C

Cooling

30 30 30 30 
2 

Panasonic 

6 42

Central
Controller

FSV-EX SeriesCentral Control Adapter
VRF

3

50

CZ-TA31P*

CZ-TA31P

ON

ON

(digital connection)

25

20%** 

0.5 

2

9.00 18.00
9.00 12.00 12.00 23°C

14.00 28°C
20.00

Simple Timer 
24-Hour ON/OFF

ON/OFF
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4-WAY CASSETTE Indoor Unit  |  4-Way Cassette

S-18PU2T5
S-24PU2T5
S-30PU2T5

S-38PU2T5
S-43PU2T5
S-48PU2T5

 (S-18PU2T5 / S-24PU2T5 / S-30PU2T5)
 (S-38PU2T5 / S-43PU2T5 / S-48PU2T5)

 ( Btu/h ) 17,100 24,368 29,365 38,139 43,000 48,100
V/Phase Hz 220 V, 1Ø Phase - 50 Hz

( )
kW

Btu/h

 ( ) A 5.9 (9.5) 8.9 (13.0) 12.7 (14.5) 18.1 (24.0) 22.2 (26.0) 21.1 (28.0)

( ) kW

COP / EER
W/W 4.00 3.76 3.13 3.13 2.87 3.38

Btu/hW 13.68 12.80 10.66 10.67 9.79 11.53

SEER 21.43 18.53 17.71 20.40 18.83 18.17

m3/min 22.0 25.0 25.0 32.0 36.4 36.4

(Hi/Lo) dB (A) 40 / 32 42 / 33 42 / 33 44 / 37 47 / 39 47 / 42

(Hi/Lo) dB 55 / 47 57 / 48 57 / 48 59 / 52 62 / 54 62 / 57

256 × 840 × 840 256 × 840 × 840 256 × 840 × 840 319 × 840 × 840 319 × 840 × 840 319 × 840 × 840
33.5 × 950 × 950 33.5 × 950 × 950 33.5 × 950 × 950 33.5 × 950 × 950 33.5 × 950 × 950 33.5 × 950 × 950
21 21 21 24 24 24

5 5 5 5 5 5

dB (A) 47 50 50 54 55 56

dB 63 66 66 68 69 70

695 × 875 × 320 695 × 875 × 320 695 × 875 × 320 996 × 980 × 370 996 × 980 × 370 996 × 980 × 370

41 43 43 71 73 80

15.88 (5/8) 15.88 (5/8) 15.88 (5/8) 15.88 (5/8) 15.88 (5/8) 15.88 (5/8)

9.52 (3/8) 9.52 (3/8) 9.52 (3/8) 9.52 (3/8) 9.52 (3/8) 9.52 (3/8)

7.5-50 7.5-50 7.5-50 7.5-50 7.5-50

Elevation Difference 25 30 30 30 30 30

 30 30 30 30 30 30

50 50 50 50 50 50

°C 16-43 16-43 16-43 16-43 16-43

suspension bolt 30 18
suspension bolt length

nanoe™ X

LCD

View X

View XX

X

Ov
er
 3
0

Ov
er
 1
8

12
2

Drain up

Le
ss
 th
an
 6
66

Le
ss
 th
an
 8
50

Less than 300

272
840

32 12
7

50

31951

33
.5

2

2

2

2

4 A 256
B

35

7

1

6

890~910

780
(Ceiling opening dimensions)

(Suspension bolt pitch)

89
0~
91
0

(C
ei
lin
g 
op
en
in
g 
di
m
en
sio
ns
)

XX

950

95
0

51
5

515 (Air intake)

(A
ir 
in
ta
ke
)

(3
90
)

(4
10
)

340

41
8

70
0

(S
us
pe
ns
io
n 
bo
lt 
pi
tc
h)

90

13
4

480

90
12
4

18
4

2
480
840

19
2

Less than 35Less than 35

1
2
3
4
5
6
7

Air intake
Discharge outlet
Refrigerant tubing (liquid tube)
Refrigerant tubing (gas tube)
Drain tube connection port VP25 (outer dia. ø32)
Power supply port
Suspension bolt hole (4-12×30 elongated hole)

<Filter dimension> 520 x 520 x 15

187
A 124
B
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S-18PT2T5
S-24PT2T5
S-30PT2T5

S-38PT2T5
S-43PT2T5
S-48PT2T5

17,100 24,200 30,000 38,200 43,000 48,100
220 V, 1Ø Phase - 50 Hz

6.3 (9.5) 9.1 (13.0) 13.3 (14.5) 19.3 (24.0) 21.9 (26.0) 22.7 (28.0)

COP / EER
W/W 3.70 3.64 3.10 2.93 2.90 3.14

Btu/hW 12.67 12.41 10.56 10.00 9.91 10.71
SEER 19.82 19.76 18.49 19.04 18.63 16.88

m3/min 15.0 21.0 30.0 32.0 35.0 35.0

dB (A) 38 / 29 40 / 32 42 / 36 43 / 36 46 / 37 46 / 38

dB 53 / 44 55 / 47 57 / 51 58 / 51 61 / 52 61 / 53

235 × 960 × 690 235 × 1,275 × 690 235 × 1,590 × 690 235 × 1,590 × 690 235 × 1,590 × 690 235 × 1,590 × 690

26 32 39 39 39 39

dB (A) 47 50 50 54 55 56

dB 63 66 66 68 69 70

695 × 875 × 320 695 × 875 × 320 695 × 875 × 320 996 × 980 × 370 996 × 980 × 370 996 × 980 × 370

41 43 43 71 73 80

15.88 (5/8) 15.88 (5/8) 15.88 (5/8) 15.88 (5/8) 15.88 (5/8) 15.88 (5/8)

9.52 (3/8) 9.52 (3/8) 9.52 (3/8) 9.52 (3/8) 9.52 (3/8) 9.52 (3/8)

7.5-50 7.5-50 7.5-50 7.5-50 7.5-50 7.5-50

Elevation Difference 25 30 30 30 30 30

30 30 30 30 30 30

50 50 50 50 50 50

°C 16-43 16-43 16-43 16-43 16-43 16-43

CZ-RL013TTCZ-RD513C

CEILING EXPOSED Indoor Unit  |  Ceiling

 (S-30PT2T5 / S-38PT2T5  / S-43PT2T5 / S-48PT2T5)

 (S-18PT2T5)

 (S-24PT2T5)•  nanoe™ X

( )
On/Off

( )
( )
 (Dry Mode)

(Self-Diagnostic Function)
• Selectable Thermo Sensor ( )

R50

10
4

88

1590

69
0

74

126.5

54
15
.5

23
5

130

88
15
.5

70 86

90

39

10
450

220
123

39

90

R50

10
4

88

1275

74

69
0

126.5

54
15
.5

23
5

15
.5

88

130

39

70 86

90

220

50
10
4

123
90

39

54
15
.5 126.5

R50

69
0

960

10
4

88

74

70

39

10
4

220

90

86

50

123
90

39

130

88
15
.5

23
5

 ( Btu/h )
V/Phase Hz

 

 

 

( )
kW

Btu/h
 ( ) A

( ) kW

(Hi/Lo) 

(Hi/Lo)
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Outdoor UnitsOUTDOOR UNITS
4-WAY CASSETTE / CEILING EXPOSED 

 (U-18PS2T5 / U-24PS2T5 / U-30PS2T5) 1-phase  (U-38PS2T5 / U-43PS2T5 / U-48PS2T5) 1-phase

99
6

45
0

980

37
0

41
2.
5

160660160(10)

20
.5

36 370

Anchor Bolt Pitch
412.5×660

150 mm 
or more

250 mm 
or more

20
0 
m
m
 

or
 m
or
e

100cm

10cm

34.7
875

457.7 320

386

72

82
36
0.
5

69
5

75
70
.5

(2
5)

35613 131(131)

10cm

Anchor Bolt Pitch
360.5×613
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