
Wall Mounted Air Conditioner AJ Series

–
Air conditioning 
your homeâËÁ´ (ÅŒÒ§μÑÇàÍ§)*

 

Frost Wash

ÃÍμàÅ¿ÕÃ¾ §ÍÃ¡¹‹¼á

âËÁ´ Refresh

 ÇçÃà¹çÂàÁÒÇ§‹Ãà´ÁËâ Powerful Mode

ÂÕ§à¹Ò§Ó·´ÁËâ  Silent Mode

 ÃÒ¡μÑ¯»ÐÃ Sensor Dry

μÑÁ¹âμÑÍ§Ò‹Å-¹ÑÃ»§ÇÊ¹Ò

CASCADE VECTOR DC INVERTER

R32

·¹ä¿¡ÃÐªÒ¡ÊÙ§ÊØ´ (420Volt)

§ÁâÇèÑª 21 ÒŒ¹Ë§Ç‹ÅÒÅÇà§éÑμÐÃ

 §ÃμÊáÐÃ¡Ò‡¿¿äÐÃ DC Power System

 Ñ´Ò‡¿¿ä§ÑÅËμÑÁ¹âμÑÍ¹Ò§Ó·ÃÒ¡ÐÃ Auto Restart

Á¹Ê¹Ñ¡§Í‡»ÃÒÊÍÅà§¹´à¹Í

Õ·Ò¹ 3 ¹ãÂÒÀÃ¨§Ç´ÑÅ¹Ñ¡§Í‡»ÐÃ

Green Fin ¹Í‹Ã¡Ø¼ÃÒ¡¹Ñ¡§Í‡»ÇÂÕ¢àÕÊÍÅàÃÒÊ

¿ä¹Ñ¡§Í‡»ÍÃÒ½
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(Optional)
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RAS-AJ10CLT

(Optional)
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RAS-AJ13CLT

(Optional)
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RAS-AJ18CLT

(Optional)
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RAS-AJ24CLT

FEATURES
COMPARISON

Outdoor Ambient Temperature ( °C )

CERTIFICATION

Line ID : @hitachiairservice Cool Line : 02-794-0123 

WARANTY

–

Tel : 02-794-0123
Fax : 02-717-1327 

71 ,
0310

www.hitachiaircon.co.th

• Frost Wash Technology

• Cascade Vector DC Inverter

• PM 2.5 Wasabi Air Purifying Filter ( )

CERTIFIED TO ISO 9001:2015  CERT NO: MY-QMS 00285

CERTIFIED TO OHSAS 18001:2007  CERT NO: MY-SR 0299

MS ISO/IEC 17021:2011
EMS 17122002 CB 02

ISO/IEC 17021-1:2015
QS 02121999 CB 01

CERTIFIED TO ISO 14001:2015  CERT NO: MY-ER 0103

MS ISO/IEC 17021:2011
OHS 06122005 CB 01

The specifications of this catalog may change without perior notice to allow
HITACHI C&H to incorporate the latest innovations for its customers. The
information contained in this catalog is merely informative. HITACHI C&H declines
any responsibility in the broadest sense, for damage, direct or indirect, arising
from the use and / or interpretation of the recommendations in this catalog
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ÈÒ¡ÒÍÑÃ»§ÍèÃà§Í¢ÃÍàÊÃ¾àÁÍ

ÃÍμàÃÍÇà¹ÍÐÃ
Íé×«èÕ·¹ÑÇ‹μá§éÑμ‚» 01 ¹Ñ¡ÐÃ»ºÑÃ

4
¹ÍŒÃÁÒÇÂÒÐÃ§¼áÐÅá¹çÂàÁÒÇÓ·§¼á

¹‹ØÃ¡Ø·ÈÒ¡ÒÍÑÃ»§ÍèÃà§Í¢
Íé×«èÕ·¹ÑÇ‹μá§éÑμ‚» 4 ¹Ñ¡ÐÃ»ºÑÃ

1
Íé×«èÕ·¹ÑÇ‹μá§éÑμ‚» 1 ¹Ñ¡ÐÃ»ºÑÃ

§ÍèÃàÇÑμ¹Ñ¡ÐÃ»ÑÃ



Frost Wash

Safe Surge Protection

Íè×¾ÐÍ§¼á¹º§ç¢áé¹
ÕÃÕ·ºáÐá¹Ø½§Ðª

¹çÍèÕ·§ç¢áé¹ç¡§Ã¡Ã»¡èÕ·Í§¼á ÍÐÇ§Íè×¾§ËáËã»
¹éÖ¢§è¹è×ªÐá

*

èÒ ,Ò‡¿¿äÑ´Ã ,Ê¿

ÒÃÒÃÒÒÊÒ´

REES ÒÃÒÒÀÔ̧ÔÊÐÃÒ‹

Ò‡¿¿äÑ

Ò‡¿¿äÊÐÃ

 ´ÑÃÒºÑ´ÐÃ (Powerful/H/M/L/Silent)

 Íè×ÃÍÊºÑ´ÐÃ Indoor (Powerful/H/M/L/Silent)

é×ªÒ´ÃÒãÃÒÒÊÒ

´ÊÙÊÃÍÒéÍ‹ÍÙÊÒ/ÒÒ

Í‹ÒÙÒ‹¼Ê´Ò
Gas

Indoor (WxHxD)

Outdoor (WxHxD)

Indoor/Outdoor

Liquid

Ò‡¿¿äÒÑ‹

Ñé

ÒÒé

cfm

dB

L/h

m

mm(inch)

mm(inch)

Unit

mm

mm

kg

A

Ø , V , Hz

Indoor Unit
Outdoor Unit

kW

BTU/h

BTU/h/W

W

CASCADE
VECTOR DC INVERTER AJ

1Ø , 220-230V , 50Hz 1Ø , 220-230V , 50Hz 1Ø , 220-230V , 50Hz 1Ø , 220-230V , 50Hz

8,920 (3,070 - 13,400) 12,200 (3,070 - 16,700) 18,440 (3,070 - 20,500) 22,030 (5,110 - 24,600)

22.60 23.30 23.30 20.80

1,900(350-2,820)

RAS-AJ10CLT

RAS-AJ10CLT

RAC-AJ10CLT

RAS-AJ18CLT

RAC-AJ18CLT

RAS-AJ24CLT

RAC-AJ24CLT

2.5 (0.9-3.9)

371/300/247/177/106

3

1.4

20/10

6.35 (1/4)

9.52 (3/8)

Indoor

780x280x230

750x570x280 750x570x280

8 / 26 10 / 39 10 / 46

850x650x298 850x750x298

900x300x230 900x300x230

Indoor Indoor

6.35 (1/4)

12.7 (1/2)

6.35 (1/4)

12.7 (1/2)

20/10 30/20

3.4 4.5

630(210-1,600) 1,350(350-2,000)

6.46 9.09

44/41/32/24/19 49/48/40/33/30 49/48/40/33/30

530/512/424/283/212 530/512/424/283/212

RAS-AJ13CLT

RAC-AJ13CLT

R32

8 / 30

780x280x230

Indoor

6.35 (1/4)

9.52 (3/8)

20/10

1.6

890(320-2,100)

4.28

48/43/33/27/19

388/371/283/194/124

3.4 (0.9-4.9) 5.2 (0.9-6.0) 6.2 (1.5-7.2)

RAS-AJ18CLT RAS-AJ24CLT

PM 2.5 Wasabi Air Purifying Filter
(Optional Part)

ÇÑÊ ǾËÅÑ¡

Inner Groove Copper Tube
Anti-Corrosion Green Fin &

Clean Air

4,564 6,055 9,151 12,247
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Transition of PM2.5 Remaining amount rate(tested in 25m³  room)

Stainless Pre-Filter + Nano Titanium WASABI Air Purifying Filter & Additional Filter(HEX side)_continuous Cooling

mode: cooling
fan: High
continuously operated
in approx. 55% of humidity
room

Time(min)

PM
2.
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Less than 1 %
at 280min

AND FEATURES
BENEFITS

RAS-AJ13CLT RAS-AJ18CLT RAS-AJ24CLT


