
�  AC Motor

� Strong Design

� Easy Installation

� Easy Maintenance

R-410A
REFRIGERANT

Remote 
Controller

Remote 
Controller
Wireless
(Optional)

  
60,000 - 300,000  BTU/HR

60,000 - 300,000 BTU/HR

FFS-C-AD2
Series



MATCHING CAPACITIES

MODEL

BTU/HR

EA.

CONDENSING UNIT

MATCHING CAPACITIES

NO. OF REFRIGERANT CIRCUIT

CVA075C-CD1NSF1 CVA200C-CD1NSF2CVA100C-CD1NSF1 CVA125C-CD1NSF1 CVA150C-CD1NSF1

75,000 200,000100,000 125,000 150,000

1 21 1 1

UNIT MODEL

CVA250C-CD1NSF2

250,000

2

CVA300C-CD1NSF2

300,000

2

MODEL

กนัหำน้ THGIEW TINU KG.

UNIT DIMENSION (WIDTH / DEPTH / HEIGHT)
(mm.)

- TASAKI Plasma & Ionizer ระบบฟอกอากาศพลาสมา- Capillary Tube for model 60,000 BTU/Hr

- Flare Nut Connection for Refrigeration pipe for model 60,000 BTU/Hr 

- Braze Connection for Refrigeration pipe for models 75,000 BTU/Hr and up 

SPECIFICATIONS  
STANDARD

FAN COIL UNIT

CVA 75,000 -150,000 BTU/HRCHL 60,000 BTU/HR CVA 200,000 -300,000 BTU/HR

FAN COIL UNIT

STANDARD

FFS-C-AD2 
Series

OPTION

THAI TASAKI ENGINEERING CO., LTD.

89/55 Moo20, Teparak Rd., Bangpleeyai,

Bangplee, Samuthprakarn 10540

Tel. +66-2-752-5030 Fax. +66-2-752-4220

E-mail : info@tasaki.co.th 

Website : www.tasaki.co.th

CAT.NO.TS-FFS-C-AD2-22S-01 WWW.TASAKI.CO.TH

Remarks
1. This specification is subjected to change without noticed
2. Cooling capacity is based on entering air temperature 80 °F DB / 67 °C WB

SPECIFICATIONS AND INFORMATION IN THIS BROCHURE

ARE SUBJECT TO CHANGE WITHOUT NOTICE

ISO 50001 : 2018
ISO 9001 : 2015 ISO 45001 : 2018
ISO 14001 : 2015 ISO/IEC 17025 : 2017

มลดัพดินช NAF

QUANTITY จํานวน

มลณามิรป WOLF RIA LANIMON CFM

น็ยเมาวคมลณามิรป YTICAPAC GNILOOC LANIMON BTU/HR

WATT

TYPE

TYPE

EA.

EA.QUANTITY จํานวน

TYPE

A.ดักพิม็ตเสแะรก .PMA DAOL LLUF

IN
D
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O
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N
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กอระรกงรกดนิชงยี่วหเงรแดพับใ REWOLB LAGUFIRTNEC EVRUC DRAWROF

DIRECT DRIVE

Indoor Cooling

ายำน้ดนิช EPYT TNAREGIRFER TYPE

inch OD.

inch OD.

inch OD.

1,500

75,000

2,400

100,000

2,400

125,000

6,200

150,000

V/PH/HZ

POWER CONSUMPTION kW

RUNNING CURRENT A

380/3/50

2

0.36

2.70

1

7/8

1/2

1

FFS075C-AD2TDT1 FFS100C-AD2TDT1 FFS125C-AD2TDT1 FFS150C-AD2TDT1

2

0.48

3.70

1

1-1/8

1/2

1

2

0.48

3.70

1

1-1/8

5/8

1

2

0.60

4.80

2

1-3/8

5/8

1

R-410a

6,200

200,000

FFS200C-AD2TDT2

2

0.60

4.80

2

1-1/8

1/2

1

8,000

250,000

FFS250C-AD2TDT2

4

0.60

5.27

4

1-1/8

5/8

1

8,000

300,000

FFS300C-AD2TDT2

FFS075C-AD2TDT1 FFS100C-AD2TDT1 FFS125C-AD2TDT1 FFS150C-AD2TDT1 FFS200C-AD2TDT2 FFS250C-AD2TDT2 FFS300C-AD2TDT2

4

0.60

5.27

4

875/505/1,915 1,305/505/1,915 1,305/505/1,915 1,735/505/1,915 1,735/505/1,915 2,165/505/1,915 2,165/505/1,915

92 98 104 147 154 320 364

0.48

2.70

CHL060C-CD1S

60,000

1

1,500

60,000

2

0.36

2.70

1

3/8

3/4

1

FFS060C-AD2TDC1

FFS060C-AD2TDC1

875/505/1,915

87

0.48

2.70

0.64

3.70

0.64

3.70

1.51

9.60

1.51

9.60

3.64

21.08

3.64

21.08

1-3/8

5/8

1

EXPANSION VALVECAPILLARY TUBE


